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ngum 2.21 A Woil-gridded wamrdlstdbuficn system mnslabal primawand seurndaw feed. 
s~~anddiolrkatim mains. 

mediate sizes permitted. Good A r e  protection practices suggest 
the following as the minimum size for pipe: . .  * Use 8-Inch (200 mm) pipe for residential dlstuch . Six- 
/ inch(150mm~pipatobeusadonlywhereitwillcomplet8a 

goodgridandis cross-connected atintervalsnotexceeding / 600 feet (183 m). 
\' / Ues 8- and 12-inch (200 mm and 300 mm) D be for & 

ping centers 6n d industrial area. Eight-inch (200 mm) 
pipe to be used only in sections where it will complete a 

+- 
\ 

good grid, and 12-inch (SO0 mm) for long linea not inter- 
connected. Larger size mains may be needed depending 
upon size, layout, and occupancy of the structures. .cp' 
Use at least &inch (200 mm) pipe for multiple howha de- 
velopments. Although, in many instances. parallel there- 
quirernent for industrial dietricts. 

The distribution system may contain one 4r more pressure 
districts (zones or services). Multiple dietrich am usually found 
in larger cities or in those where considerable elevation differ- 
ences arc present. The purpose of seeparate pressure districta is to 
provide reasonable pressures for domestic, industrial, and fire de- 
mand throughout the distribution system. It may also prove w- 


